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SRK-ZS-WPremium
Series

SRK20ZS-W, SRK25ZS-W, SRK35ZS-W, SRK50ZS-W

SRC20ZS-W, SRC25ZS-W
SRC35ZS-W SRC50ZS-W
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Wireless Control
System
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 (ISO-T1, H1). :  27°CDB, 19°CWB  35°CDB.

:  20°CDB  7°CDB, 6°CWB.
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SRK25ZS-W,-WB,-WT
SRC25ZS-W

SRK20ZS-W,-WB,-WT
SRC20ZS-W

SRK35ZS-W,-WB,-WT
SRC35ZS-W

SRK50ZS-W,-WB,-WT
SRC50ZS-W

, 220 - 240, 50Hz
2.5(0.9~3.1)
3.2(0.9~4.5)
0.62 / 0.74
4.03 / 4.32

9
50 / 53
56 / 58

36 / 28 / 23 / 19
39 / 30 / 24 / 19

46 / 46
9.9 / 8.0 / 5.9 / 5.0
11.3 / 8.7 / 6.7 / 5.9

27.4 / 23.6

540 x 780(+62) x 290

6.35(1/4") / 9.52(3/8")
Max. 20

Max. 10 / Max. 10

2.0(0.9~2.9)
2.7(0.9~4.3)
0.44 / 0.59
4.55 / 4.58

9
48 / 50
56 / 56

34 / 25 / 22 / 19
36 / 29 / 23 / 19

45 / 45
9.3 / 7.0 / 5.9 / 5.0
10.0 / 8.5 / 6.5 / 5.9

27.4 / 23.6

3.5(0.9~4.0)
4.0(0.9~5.0)
0.89 / 0.94
3.93 / 4.26

9
54 / 56
61 / 61

40 / 30 / 26 / 19
41 / 36 / 25 / 19

50 / 48
11.3 / 8.7 / 7.0 / 5.0
12.3 / 11.0 / 7.0 / 5.6

31.5 / 27.8

9.5 / 34.5

0.78 / 0.527

5.0(1.3~5.5)
5.8(1.3~6.6)
1.35 / 1.56
3.70 / 3.72

14.5
59 / 60
61 / 63

46 / 36 / 29 / 22
46 / 37 / 31 / 24

51 / 52
12.1 / 9.9 / 7.4 / 5.9
13.9 / 11.2 / 9.1 / 7.4

32.8 / 32.8

595 x 780(+62) x 290
10.0 / 36.0

1.05 / 0.709
6.35(1/4") / 12.7(1/2")

Max. 25
Max. 15 / Max. 15

290 x 870 x 230

R32 / 675

-15~46
-15~24

 X 1,  X 1

9.5 / 31.0

0.62 / 0.419

SRK20ZS-W SRK25ZS-W SRK35ZS-W SRK50ZS-W
SRC20ZS-W SRC25ZS-W SRC35ZS-W SRC50ZS-W

, 220 - 240, 50Hz

 ( .~ .) kW 2.0(0.9~2.9) 2.5(0.9~3.1) 3.5(0.9~4.0) 5.0(1.3~5.5)
Btu/h 6.820(3.070~9.900) 8.530(3.070~10.580) 11.940(3.070~13.650) 17.060(4.440~18.770)

 ( .~ .) kW 2.7(0.9~4.3) 3.2(0.9~4.5) 4.0(0.9~5.0) 5.8(1.3~6.6)
Btu/h 9.210(3.070~14.670) 10.920(3.070~15.350) 13.650(3.070~17.060) 19.790(4.440~22.520)

/ kW 0.44 / 0.59 0.62 / 0.74 0.89 / 0.94 1.35 / 1.56
SEER 0.74.85.85.8W/W

- ++A++A+++A+++A
SCOP / W/W 4.6/5.8 4.7/5.9 4.7/6.0 4.6/5.7

- / A++/A+++ A++/A+++ A++/A+++ A++/A+++
. 5,41999A

( )
/ dB(A) 48 / 50 50 / 53 54 / 56 59 / 60
/ dB(A) 56 / 56 56 / 58 61 / 61 61 / 63

( )

 (Hi/Me/Lo) dB(A) 34 / 25 / 22 / 19 36 / 28 / 23 / 19 40 / 30 / 26 / 19 46 / 36 / 29 / 22
 (Hi/Me/Lo) dB(A) 36 / 29 / 23 / 19 39 / 30 / 24 / 19 41 / 36 / 25 / 19 46 / 37 / 31 / 24

/ dB(A) 45 / 45 46 / 46 50 / 48 51 / 52
 (Hi/Me/Lo) m3/min 9.3 / 7.0 / 5.9 / 5.0 9.9 / 8.0 / 5.9 / 5.0 11.3 / 8.7 / 7.0 / 5.0 12.1 / 9.9 / 7.4 / 5.9

 (Hi/Me/Lo) m3/min 10.0 / 8.5 / 6.5 / 5.9 11.3 / 8.7 / 6.7 / 5.9 12.3 / 11.0 / 7.0 / 5.6 13.9 / 11.2 / 9.1 / 7.4
/ m3/min 8.23 / 8.238.72 / 5.136.32 / 4.72

x x 032 x  078 x  092mm
092 x )26+(087 x 595092 x )26+(087 x 045mm

/ 0.63 / 0.015.43 / 5.90.13 / 5.9gk
/GWP R32 / 675

kg/TCO2Eq 907.0 / 50.1725.0 / 87.0914.0 / 26.0
/ )"2/1(7.21 / )"4/1(53.6)"8/3(25.9 / )"4/1(53.6mm ø

 ( 52 .xaM02 .xaMm)
. ./ .( ) 51 .xaM / 51 .xaM01 .xaM / 01 .xaMm

-  / A02 / ²mm5,2*3-²mm5,1*4A61 / ²mm5,1*3-²mm5,1*4
. . °C -15~46

-15~24

24



Ενοποίηση του σχεδιασμού των σειρών ZSX και ZS. Οι χρήστες μπορούν να επιλέξουν το επιθυμητό χρώμα μεταξύ τριών επιλογών.

στην Ευρώπη (F-gas phasedown).

 (GWP) 
 R32

 R32

 &  (-WB)  (-WT)

 ZS  Wi-Fi

SRK20ZS-WF, SRK25ZS-WF, SRK35ZS-WF, SRK50ZS-WF

Wireless Control
System

25


